
circuit of wake vortices (rotating in opposite direc-
tion relative to the first) is generated at a distance of 
approximately (0.4-0.6)d behind the first lateral cyl-
inder. Formation of these asymmetric wake vortices 
occurs periodically with the one aft side of the first 
lateral cylinder to the other one. The frequency of 
occurrence of wake vortices between the first two 
lateral cylinders is about f=0.5 Hz (the Strouhal 
number is St=fd/U=0.14). 

When intensity of lateral flow is decreased (this 
coincides with a phase of wake vortex formation be-
hind the first central pile and horseshoe vortex sys-
tem around it), in the wake of the first lateral pile is 
generated the pair of counter-rotating symmetric 
wake vortices (Voskoboinick et al. 2008). The inter-
nal wake vortex moves downstream with greater 
convective velocity under the influence of lateral 
flow and closers to the external wake vortex in mo-
tion (Fig. 5). In general, all wakes vortices generated 
behind the lateral piles and lateral flows are com-
bined with large-scale horseshoe vortex to form an 
unstable vortex flow from each side of the three-row 
pile grillage. 
 

 
Figure 5. Generation of pair of the counter-rotating symmetric 
wake vortices between first and second lateral piles. 
 

Experimental research of the velocity field with 
the miniature thermistor sensors shows that inside of 
gap between the lateral piles there are high longitu-
dinal and transversal mean velocities and velocity 
fluctuations (especially between first and second 
ones, and between last and next to the last lateral 
pile). Such a high values of velocity lead to interac-
tion between the lateral flow and piles, horseshoe 
vortices, formed in the front of each of piles, and 
wake vortices, generated by the piles located up-
stream. Changes to the time of mean velocity and ve-
locity fluctuations in front of the second lateral pile 
compared to the same velocity components to the 
first central pile, and the spectrum of field of veloci-
ty fluctuations in the periphery and in the core of 
horseshoe vortices are shown at figures 6-8. 

At these figures the curves 1 and 3 represent the 
value of velocity in the core of horseshoe vortices, 
and curves 2 and 4 show the value of velocity in the 
periphery of vortices, formed in front of the central 
and second lateral piles, respectively. In accordance 
to the results presented in article (Voskoboinick 
2008), quasistable vortex approximately 9 mm in di-
ameter is formed before the central pile for a given 
flow regime. The core of the vortex is located at a 
distance of (0.15-0.2)d before the front surface of the 
pile and about (0.1-0.15)d from the streamlined sur-
face of flat plate. According to the results of research 
(Voskoboinick 2008), quasistable vortex with the 
scale 0.5d and 0.4d, respectively in the horizontal (x 
axis) and vertical (y axis) directions is formed before 
the front surface of the second lateral pile. The core 
of this quasistable horseshoe vortex located in the 
region with coordinates x=(0.25-0.3)d; y=(0.15-
0.2)d. The horseshoe vortex had an egg-shaped form 
elongated in the horizontal direction. Sharp part of 
the horseshoe vortex is found closer to the aft of the 
first lateral pile. The value of the mean velocity in 
the core and on the periphery of this large-scale vor-
tex is at (25-35)% higher than the appropriate value 
for quasistable vortex before the first central pile 
(see Fig. 6). 
 

 
Figure 6. Changes in the time of mean velocity before central 
and second lateral piles of the three-row pile grillage. 
 

In addition, there are significant oscillations in the 
core of vortex system at the front of the second lat-
eral pile relative to the core of horseshoe vortex, 
forming before the front surface of central pile of the 
three-row grillage. Due to influence of oscillating 
lateral flow, and the wake vortices formed behind 
the first lateral pile, the core of horseshoe vortex, 
formed around the second lateral pile, strongly fluc-
tuating. The frequency of these oscillations was rela-
tively large and had a wide frequency spectrum. 

Both inside the horseshoe vortex and near it the 
field of velocity fluctuations before the second lat-
eral pile was also more intense at (20-25)% compar-
ing to the results of velocity fluctuations before the 



center pile (see Fig. 7). However, it should be noted 
that the turbulence intensity as a ratio of root-mean-
square values of velocity fluctuations to the mean 
local velocity (u`/U), makes up 12% and 50%, re-
spectively, in the core and the periphery of qua-
sistable horseshoe vortex before the first central pile, 
and before the second lateral pile it is 7% and 29%. 
The reduction in turbulence intensity before the sec-
ond lateral pile was the result of a significant in-
crease in mean velocity of vortex flow with respect 
to velocity fluctuations (see Figs 6, 7). 

 

 
Figure 7. Changes in time of velocity fluctuations before central 
and second lateral piles of the three-row pile grillage. 

 
Figure 8 shows the dependencies of normalized 

power spectral density of velocity fluctuations 
(where P*(f)=P2(f)d/(u`)2∙U, and St=fd/U). Here the 
area under each curve or the total energy of the ve-
locity fluctuation field is equal to one (Vinogradnyi 
et al. 1989, Voskoboinick 2012, Voskoboinick et al. 
2013). The spectral characteristics of field of veloci-
ty fluctuations before the second lateral pile are 
filled with up to 25 Hz (St=6), as shown in figure 8, 
because of interaction of horseshoe vortex structures, 
the wake vortices and the lateral flows between the 
piles. Increase of the intensity of high-frequency 
components of the velocity fluctuations at this area 
indicates that there are small-scale sources of veloci-
ty fluctuations, which may be the small eddies 
formed by the decay of coherent large-scale vortices. 
Maxima of the power spectral density of the velocity 
fluctuations are focused on the frequencies (0.6-
1.0) Hz or St=(0.16-0.27) and (0.9-1.5) Hz or 
St=(0.24-0.41) for horseshoe vortices before the 
front central pile and before the second lateral pile of 
the three-row grillage. In periphery of vortex struc-
tures the frequencies of velocity fluctuations were 
higher than in the core one. These frequencies corre-
sponding to the most intense oscillations of field of 
velocity fluctuations in the vortex flow caused by the 
rotation frequency of the horseshoe vortex system 
and its oscillations in the space around the piles 
(Voskoboinick et al. 2014). 

 
Figure 8. Power spectral density of velocity fluctuations before 
central and second lateral piles of the grillage. 

 
The change in time of spectral characteristics 

shown in figure 9 in the form of three-dimensional 
spectrogram, where the observation time in seconds, 
the frequency in Hz and the spectral power density 
of velocity fluctuations in (m/s)2/Hz were shown on 
the corresponding axis. This spectrogram clearly de-
scribes the nonstationarity of a random process, 
characterizing the velocity fluctuation field before 
the front part of the central pile. Here are clearly ob-
served periods of formation and development of the 
quasistable horseshoe vortex, the convective velocity 
and the degree of energy transformation between the 
frequency components in the formation process and 
oscillations in space and in time, both horseshoe vor-
tices, so and surrounding vortex flow. Thus, the rota-
tion frequency of the vortex is around (1-1.5) Hz, the 
vortex oscillations in the vertical and horizontal 
plane is almost (0.45-0.75) Hz. 

 

 
Figure 9. Spectrogram of velocity fluctuations before the front 
part of the central pile of the three-row pile grillage. 

 
Measurement of space-time or cross correlation 

between signals of pair velocity sensors, located at a 
fixed distance from each other, showed that these 
statistical correlation characteristics are substantially 



nonstationary and inhomogeneous both in time and 
in space. Their values differ depending on the initial 
time of data registration and from the interval of sta-
tistical processing, as well as on the location and the 
distance between the sensors. It is caused by the in-
stability of vortex motion in the studied volumes of 
the junction flow and the significant nonstationarity 
of interaction between the vortices and with the 
streamlined surface, and also by the presence of lat-
eral oscillating flows between piles of the three-row 
grillage (Voskoboinick 2008, Voskoboinick et al. 
2014). The methods of short-term or immediate reg-
istration of information and statistical analysis of 
experimental data were used. Space-time correla-
tions between the pair of sensors of velocity fluctua-
tions were analyzed using the fast Fourier transform 
algorithm for the time period of 0.5 seconds, does 
not exceeding the period of formation of the qua-
sistable vortex structures formed near the stream-
lined piles and their rotation frequencies, obtained 
from spectral analysis data. 

Figure 10 shows the space-time correlogram of 
the velocity fluctuations between the pair velocity 
sensors, which are set at a fixed distance (4 mm 
from each other in the direction of "x" and 1 mm in 
the direction of "y"), in the three-dimensional form 
for the flow velocity of 0.1 m/s, Red=2700 and 
Fr=0.07. This correlogram was obtained it the junc-
tion flow between the first and second lateral piles of 
the three-row grillage. For orthogonal coordinates 
were marked the cross-correlation coefficients 
(ρ12(τ)), normalized by the root-mean-squares of ve-
locity fluctuations in the measuring points, the delay 
time of correlation signal (τ) and the time interval of 
short-time statistical analysis of data (T), measured 
in seconds. An interchange of the significant correla-
tions between the experimental points with a fre-
quency close to 1.5 Hz, and also the emergence of 
anticorrelations (velocity fluctuations are in the anti-
phase) with a frequency of 0.5 Hz provides possibil-
ity to estimate the rotation frequency of quasistabil-
ity coherent vortex structures, formed in the vortex 
flow, and their oscillations in space. The values of 
cross correlation coefficients indicate the degree of 
the correlation of velocity fluctuations inside a flow 
and their sources (e.g. the horseshoe and the wake 
vortex systems). 

Delay time of the correlation signal and it sign 
with a fixed distance between the velocity fluctua-
tion sensors allows to obtain the transfer velocity 
and the direction of motion of coherent vortex struc-
tures or sources of correlated velocity fluctuations 
(Vinogradnyi et al. 1989, Voskoboinick et al 2003, 
Voskoboinick 2008). For these conditions, the max-
imum of the cross-correlation coefficient of velocity 
fluctuations was registered for the delay time of ap-
proximately 0.07 s and the cross-correlation coeffi-
cient was 0.92, which was observed between 4 and 5 
seconds in figure 10. 

 
Figure 10. Correlogram of velocity fluctuations before the front 
part of central pile of the three-row pile grillage. 

 
For the fixed distance between velocity sensors 

and certain time delay of a maximum of cross-
correlation coefficient, the convective velocity of 
correlated signal was approximately Uc=0.7U. In our 
view, this is a circular velocity of the quesistability 
large-scale horseshoe vortex, formed before the sec-
ond lateral pile, observed in visual investigations. In 
consideration of the rotation frequency close to 
1.5 Hz (see Figs 9, 10), we can estimate the quiva-
lent radius of the vortex, Rv=Uc/ω, where ω - angu-
lar frequency (ω=2πf), which is equal to (6-7) mm or 
almost 0.25d. This equivalent radius of the horse-
shoe vortex similar to the scales of the horseshoe 
vortex, formed before the second lateral pile, and 
identified with the mean velocity profiles (Vos-
koboinick 2008, Voskoboinick et al. 2014) in this 
region of junction flow, as mentioned above. 

4 CONCLUSIONS 

It was registered that before and between the piles of 
the three-row grillage is generated horseshoe vortex 
systems, wake vortices and lateral jet flows, intensity 
of which has the highest value between the first and 
second, and between next to last and last lateral 
piles, which leads to the appearance in these areas of 
junction flow the high shear stresses on the stream-
lined surface.  

It was established that the highest scour hole is 
observed before the front group of grillage piles. The 
local scour is formed before each pile of the grillage 
and the global scour is formed before all construc-
tion of the three-row pile grillage. The alluvium of 
sandy soil occurred in the middle of the grillage and 
the erosion of soil again observed in the region of aft 
group of piles. 

It was found that the value of the mean velocity in 
core and on periphery of the large-scale vortex be-
fore second lateral pile at (25-35)% higher than qua-
sistable vortex before the first central pile. The tur-



bulence intensity draws up 12% and 50%, respec-
tively, in the core and on the periphery of the qua-
sistable horseshoe vortex before the first central pile, 
and before the second lateral pile it is7% and 29%, 
respectively. 

It was shown that spectral characteristics of the 
velocity fluctuation field before the second lateral 
pile filled up to 25 Hz or St<7, and before the first 
central pile - up to 10 Hz or St<3 through interaction 
of horseshoe vortex structures, wake vortices and 
lateral jet flows between the piles. Maxima of the 
power spectral density of velocity fluctuations oc-
cured on the frequencies (0.6-1.0) Hz or St=(0.16-
0.27) and (0.9-1.5) Hz or St=(0.24-0.41) for horse-
shoe vortices before the front central pile and before 
the second lateral pile of the three-row grillage, re-
spectively. The frequency of velocity fluctuations on 
the periphery of the vortex structures is higher than 
in the core. 

It was determined that the cross spectral and cor-
relation characteristics of junction flow nearby the 
three-row pile grillage have significantly nonstation-
ary and inhomogeneous character both in time and in 
space. Interchange of significant correlations be-
tween experimental points with a frequency close to 
1.5 Hz, and the emergence of anticorrelations with a 
frequency of 0.5 Hz provides possibility to estimate 
the rotation frequency and their oscillations in space 
of quasistability coherent vortex structures, formed 
in the vortex flow before the second lateral pile. 

It was defined that large-scale coherent horseshoe 
vortex system formed near the second lateral pile of 
the three-row grillage, had a larger size and convec-
tive velocity than quasistability horseshoe vortex 
structure generated before the first central pile. This 
vortex had an equivalent diameter of about 0.5d, the 
rotation frequency of 1.5 Hz or St=0.41 and the con-
vective velocity of 0.7U, and the horseshoe vortex 
before the first central pile had the diameter of 0.3d, 
the rotation frequency of 0.9 Hz or St=0.25 and the 
convective velocity of 0.56U. 
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